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Overall Depth:

152.0 millimeters 

Overall Length:

483.0 millimeters 

Overall Width:

370.0 millimeters 

Frequency Rating:

Between 50.0 hertz and 60.0 hertz 

Frequency Range Rating:

+0.005/+100.000 kilohertz

End Application:

Electronic test equipment

Furnished Items And Quantity:

4 alkaline energizer c cell batteries;  microphone attenuator,  tool kit,  10 ft microphone extension cable,  windscreen

Input Impedance Rating:

1.0 gigohms 

Frequency Band Quantity:

10

Unit Type:

Standard

Plug-in Unit Quantity:

0

Meter Scale Range:

10 to 30 db

Special Features:

Consists of sound meter/analyzer with 1/2 and 1 in. Mocrophone's,  pn 1933-9700;  dummy microphone pn 1560-9609;  earphone pn

1935-9601;  calibrator w/adapter and carrying case pn 1562-9701;  1/2 in. Windscreen pn 1560-9522 and 1 in. Windscreen pn 1560-9521; 

tripod pn 1560-9590;  cable pn:  1933-9601;  carrying case pn 1933-9604

Reference Data And Literature:

Genrad data catalog

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

A532p0
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