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Width:

13.000 inches 

Length:

25.000 inches 

Ac Voltage Rating:

Between 105.0 volts and 125.0 volts 

Frequency Rating:

Between 850.0 hertz and 1000.0 hertz 

Major Components:

Analyzer;  mount;  cable assembly, power elec;  antenna;  cable 99 ft 8 in;  coupler;  line;  cable 8 ft;  adapter

Accessory Component Quantity:

1 and 1 and 1 and 1 and 1 and 1 and 1 and 1 and 2

Accessory Controlling Agency:

Jetds

Accessory Identifying Number:

Ts-148/up type no. And mt-1671/u type no. And cx-3277/u type no. And at-68/u type no. And cg-92a/u type no. And cg-176/ap type no. And

cg-182/apm-40 type no. And cx-464/up type no. And ug-144/ap type no. And ug-183/u type no.

Joint Electronics Type Designation System Item Name:

Test set, radar

Joint Electronics Type Designation System Item Type Number:

Type no. An/upm-33a

Internal Battery Accommodation:

Not included

Material And Location:

Aluminum carrying case

Inclosure Feature:

Single item w/carrying case

Test Type For Which Designed:

Detects, displays and measures freq within a 40 mc or smaller band in a total freq range of 8500 to 9600 mc

Operating Test Capability:

Signal generator 8500 to 9600 mc range porm 5.0 mc accuracy, calibration point 9310 mc porm 2.0 mc accuracy

Phase:

Single

Height:

19.200 inches 

Precious Material:

Silver

Fsc Application Data:

Test w{t, radar except specially designed

Shelf Life:

N/a

Unit Of Measure:

--
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Demilitarization:

Yes - demil/mli

Fiig:

T228-a
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