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Width:

11.000 inches 

Length:

18.750 inches 

Ac Voltage Rating:

Between 105.0 volts and 125.0 volts 

Frequency Rating:

Between 50.0 hertz and 1600.0 hertz 

Major Components:

Adapter;  antenna;  case;  cord;  cable

Accessory Component Quantity:

2 and 1 and 1 and 2 and 1

Accessory Controlling Agency:

Jetds

Accessory Identifying Number:

Ug-255/u type no. And ug-397/u type no. And at-68/up type no. And cy-1302a/up type no. And cg-357/u type no. And cg-530/u type no. And

cg-92/u type no.

Internal Battery Accommodation:

Not included

Material And Location:

Aluminum carrying case

Inclosure Feature:

Multiple item w/carrying case

Test Type For Which Designed:

Measure radar transmitter power, freq;  receiver bandwidth, sensitivity, recovery time;  tune local oscillators, radar and beacon;  test tr box,

afc system, rotating joints

Operating Test Capability:

Signal generator 8500/9600 mc, power output m42/m85 db, sweep range 0/6mc per usec;  freq meter 8500/9600 mc, 2.5 mc acc;  power

meter input signal 7db/30 db, receptacle porm 1.5 db

Phase:

Single

Height:

12.250 inches 

Precious Material:

Silver

Reference Number Differentiating Characteristics:

As manufactured by general communications co

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

T228-a
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