
NSN 6625-00-649-5281
Radio Test Set - Page 1 of 2

View Online at https://aerobasegroup.com/nsn/6625-00-649-5281

Width:

10.500 inches 

Length:

17.300 inches 

Ac Voltage Rating:

115.0 volts 

Dc Voltage Rating:

180.0 volts 

Frequency Rating:

60.0 hertz 

Major Components:

Cable assembly, cord, signal generator

Accessory Component Quantity:

3

Accessory Controlling Agency:

Jetds

Accessory Identifying Number:

Cg-409/u type no. And cx-337/u type no. And sg-66/arm-5 type no.

Internal Battery Accommodation:

Not included

Material And Location:

Aluminum housing

Inclosure Feature:

Single item w/housing

Test Type For Which Designed:

Test onmi courses, course sensitivity phaze localizers

Operating Test Capability:

Flag alarm operation signal generator, range 108-132 mc, output 0 to 20, 000 microwatts, am and fm modulation, am modulation at 30 cycles

and 9960 cycles porm 480 cycles superimposed, voice modulation

Phase:

Single

Height:

12.200 inches 

Surface Treatment:

Enamel

Surface Treatment:

Enamel

Reference Number Differentiating Characteristics:

As manufactured by american measurements corp.

Shelf Life:

N/a

Unit Of Measure:
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Demilitarization:

No

Fiig:

T228-a
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