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Overall Length:

17.000 inches 

Wattage Rating In Watts:

30.0

Overall Width:

11.000 inches 

Current Type:

Ac

Frequency Rating:

Between 50.0 hertz and 400.0 hertz 

Electrical Connection Type:

Bnc

Voltage Rating:

115.0 volts  or 230.0 volts 

Electrical Connection Quantity:

2

Unpackaged Unit Weight:

12.000 pounds

Mounting Method:

Bench and rack

Measurement Type:

Frequency and period average and time interval and ratio and totalizing

Frequency Range:

+0.001/+10.000 megahertz f1 input ratio

Accuracy Rating:

Porm count and porm trigger;  porm standard accuracy

Sensitivity Rating:

1v rms sinewave/.3v peak pulse

Ratio Display:

Count signal times multiplier divided by gate signal

Period Range Step Quantity:

7 decade steps

Display Type:

Numeric readout tube

Display Digit Quantity:

6

Display Units Indicator:

Included

Display Positioned Decimal Point:

Provided

Display Storage Facility:

Included

https://aerobasegroup.com


NSN 6625-00-833-3704
Digital Readout Electronic Counter - Page 2 of 2 

Solid State Feature:

Included

Phase:

Single

Supplementary Features:

Accessories supplied:  6 ft power cord,  2 coaxial signal input cables w/bnc connectors;  manual;  rack hardware

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

T297-a
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