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Width:

21.500 inches 

Length:

22.500 inches 

Ac Voltage Rating:

115.0 volts 

Dc Voltage Rating:

27.5 volts 

Frequency Rating:

400.0 hertz 

Major Components:

Combination case;  panel assembly;  power cable;  cable assembly

Accessory Component Quantity:

1 and 2 and 1 and 3

Accessory Controlling Agency:

Bendix radio

Accessory Identifying Number:

2068055-0701 part no. And 2064943-0501 part no. And 2065341-0501 part no. And 2036920-0501 part no. And 2064754-0501 part no. And

2065211-0501 part no. And 2064756-0501 part no.

Internal Battery Accommodation:

Not included

Material And Location:

Fiberglass carrying case

Inclosure Feature:

Multiple item w/carrying case

Test Type For Which Designed:

Check goniometer runout;  facilitate bench testing;  align automatic direction finder receiver;  monitor audio output;  zero bearing synchro

transmitter

Operating Test Capability:

Voltmeter porm 10, 27.5 vdc, 26 vac;  bearing indicator 0 deg/360 degrees freq control, 190 kc/1750 kc

Phase:

Single

Height:

17.500 inches 

Fsc Application Data:

Test set, radio, except specially designed

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

T228-a
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