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Mounting Type:

Rack

Overall Length:

16.750 inches 

Overall Height:

18.250 inches 

Overall Width:

5.250 inches 

Current Type:

Ac

Frequency Rating:

400.0 hertz 

Case Material:

Aluminum

Case Surface Treatment:

Enameled

Frequency Range Rating:

+6.950/+11.000 gigahertz

Accessory Component Quantity:

1

Accessory Controlling Agency:

Polarad electric corp

Accessory Identifying Number:

B+12551 part no. And a131966 part no. And b+12553 part no. And a21109 part no.

Internal Battery Accommodation:

Not included

Output Impedance Rating:

50.0 ohms 

Voltage Rating:

Between 110.0 volts and 125.0 volts 

Frequency Band Quantity:

1

Modulation Type:

Fm and pulse

Accessory Component Name:

Line cord adapter, video cord, wrench kit

Calibration Accuracy Rating:

Porm 0.5 pct accuracy

Crystal Controlled Feature:

Not provided

Maximum Signal Output:

25 mw
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Modulator Location:

External

Pulse Repetition Frequency Rating:

Between 0.1 hertz and 1000000.0 hertz 

Modulation Degree:

Between 0.2 usec pulse and 2.5 usec pulse 

Phase:

Single

Fsc Application Data:

Countermeasures set, airborne

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T320-j
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