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Mounting Type:

Rack

Overall Length:

18.750 inches 

Overall Height:

5.500 inches 

Overall Width:

16.750 inches 

Current Type:

Ac

Frequency Rating:

Between 48.0 hertz and 440.0 hertz 

Case Material:

Metal

Case Surface Treatment:

Painted

Frequency Range Rating:

+0.0005/+1.0240 gigahertz

Internal Battery Accommodation:

Not included

Voltage Rating:

Between 100.0 volts and 120.0 volts 

Frequency Band Quantity:

10

Modulation Type:

Am and fm and pulse

Fixed Frequency Rating:

400.0 hertz and 1.0 kilohertz

Fixed Frequency Quantity:

2

Crystal Controlled Feature:

Provided

Maximum Signal Output:

3 vrms into 600 ohm impedance

Modulator Location:

Internal

Modulated Frequency Rating:

Between 0.0005 gigahertz and 1.024 gigahertz 

Pulse Repetition Frequency Rating:

Between 0.05 kilohertz and 250.0 kilohertz 

Modulation Degree:

Between 0.0 percent and 100.0 percent 
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Phase:

Single

Special Features:

Has an internal variable audio oscillator and an internal doubler as options, can also be operated on 220 and 240 volts ac

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T320-j
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