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Scale Marking And Surface Finish:

Letters nonluminous

Width:

4.422 inches 

Center To Center Distance Between Mounting Facilities Parallel To Length:

3.376 inches 

Center To Center Distance Between Mounting Facilities Parallel To Width:

3.376 inches 

Length:

6.957 inches 

Mounting Hole Diameter:

0.312 inches 

Current Type:

Ac

Ac Voltage Rating:

120.0 volts 

Frequency Rating:

60.0 hertz 

Presentation Type:

Dial

Mounting Arrangement Style:

Four hole/stud rectangular/square

Individual Marking:

Arrow l and right;  slow;  fast

Marking Color Specificationific Use:

Easy visibility

Electrical Connection Quantity:

4

Pointer Type:

Indicating single pointer

Mounting Facility Type And Quantity:

4 screw and 4 unthreaded hole

Accuracy Rating:

2.0 degree angular calibration range single indicator single scale

Features Provided:

Mounting hardware and waterproof

Case Material:

Steel

Phase:

Single

Special Features:

Shock res
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Height:

4.422 inches 

Special Test Features:

Conforms to mil-i-16104a

Fsc Application Data:

Test set, elect. Equip.

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

A53400
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