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Overall Length:

16.750 inches 

Overall Height:

3.500 inches 

Overall Width:

14.000 inches 

Current Type:

Ac

Frequency Rating:

Between 50.0 hertz and 60.0 hertz 

Accessory Component Quantity:

2

Electrical Connection Type:

Bnc

Voltage Rating:

Between 100.0 volts and 240.0 volts 

Unpackaged Unit Weight:

20.000 pounds

Mounting Method:

Rack

Accessory Component Name:

Power cord;  manual

Measurement Type:

Frequency and time

Frequency Range:

+0.000/+18.000 gigahertz 

Accuracy Rating:

Porm 1 count porm time base error

Gate Time:

Between 50.0 microseconds and 250.0 microseconds 

Display Digit Quantity:

12

Display Units Indicator:

Included

Solid State Feature:

Included

Special Features:

10 watt (plus 40 dbm) damage protection;  10 dbm auto amplitude discrimination;  250 ms acquisition time;  400 mhz/sec tracking speed;  20

mhz pp fm tolerance to 10 mhz;  50 measurements persec;  crystal freq 10 mhz;  square wave, 1v p-p min;  3 bands:  10-100 mhz, 10 mhz-1

ghz, 1 ghz-18 ghz

Shelf Life:

N/a

Unit Of Measure:

--
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Demilitarization:

Yes - demil/mli

Fiig:

T297-a
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