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Overall Length:

16.750 inches 

Wattage Rating In Watts:

200.0

Overall Height:

3.500 inches 

Overall Width:

14.000 inches 

Current Type:

Ac

Frequency Rating:

Between 50.0 hertz and 60.0 hertz 

Accessory Component Quantity:

2

End Application:

Countermeasures test set, an/alm 233, p/n g134708-1

Electrical Connection Type:

Bnc

Internal Battery Accommodation:

Not included

Voltage Rating:

100.0 volts  or 230.0 volts 

Electrical Connection Quantity:

2

Unpackaged Unit Weight:

26.000 pounds

Accessory Component Name:

Power cord and operating manual

Measurement Type:

Time interval

Frequency Range:

+0.001/+20.000 gigahertz f1 input ratio

Accuracy Rating:

Porm count, porm time base error

Gate Time:

1.0 microseconds 

Internal Calibration Feature:

Not included

Display Type:

Light emitting diode

Display Digit Quantity:

12
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Display Units Indicator:

Included

Display Positioned Decimal Point:

Provided

Display Storage Facility:

Included

Remote Control Provisions:

Not included

Solid State Feature:

Included

Inclosure Material And Location:

Aluminum body

Plug-in Units Provision:

Not included

Standard Frequency Output Feature:

Not included

Output Frequency Waveform:

Square wave

Phase:

Single

Special Features:

Source locking with 10 khz resolution;  user selectable bandwidth 10 khz 2 khz, 500 hz or automatic;  frequency limits for selective

freq/power measurement;  freq extension to 110 ghz

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

T297-a
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