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Dielectric Withstanding Voltage In Volts:

2600.0

Overall Length:

3.500 inches 

Mounting Hole Diameter:

3.500 inches 

Scale Division Quantity:

19 single indicator all ranges

Overall Diameter:

2.900 inches 

Indicator Type:

Dial w/pointer

Installation Design:

Panel

Dial Scale Marking Color:

Black single indicator all ranges

Accuracy In Percent:

-2.0/+2.0 at full scale single indicator all ranges

Meter Depth Behind Mounting Flange:

1.300 inches 

Meter Body Diameter Behind Mounting Flange:

1.765 inches 

Pointer Color:

Black single indicator all ranges

Scale Graduation Type:

Linear single indicator all ranges

Measurement Range:

+0.0/+30.0 amperes,  dc single indicator 1st range

Movement Suspension Method:

Taut band

Special Features:

Case matl g.E.Lexan 141 or 940a, 0.062 in. Thick min;  oper ambient tempminus 40-plus 70 degrees c;  10 ohms resistance porm 10 pct; 

external shunt

Nuclear Hardness Critical Feature:

Nonhardened

Style Designator:

Round flush mtg

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No
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Fiig:

A310a0
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