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Inside Diameter:

8.500 inches 

Inside Length:

7.000 inches 

Operating Tempurature Range:

+25.0/+600.0 degrees celsius

Insulated Feature:

Not included

Heating Element Current Type:

Ac

Heating Element Phase:

Single

Heating Element Wattage In Watts:

3000.0

Heating Element Type:

Electric nonimmersion

Heating Element Quantity:

3

Heating Element Voltage Rating:

240.0 volts 

Reservoir Material:

Steel,  stainless

Reservoir Removability:

Nonremovable

Constant Water Level Attachment:

Not included

Low Water Cutoff:

Not included

Inner Surface Color:

Colorless

Test Tube Rack:

Not included

Heating Element Frequency Rating:

Between 50.0 hertz and 60.0 hertz 

Agitator:

Not included

Thermoregulator:

Included

Accuracy Range:

-5.0/+5.0 degrees celsius

Tempurature Regulating Settings:

Low;  medium;  high heat
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Cooling Coils For Below Room Tempurature Use:

Not included

Thermometer Opening:

Not provided

Pilot Light:

Included

Special Features:

Fluidized type bath medium utilizing 120 mesh aluminum oxide, external air supply connector

Shape:

Cylindrical

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T269-j
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