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Inclosure Material:

Plastic

Overall Length:

17.000 inches 

Overall Height:

13.500 inches 

Overall Width:

9.750 inches 

Average Life Measurement:

Not rated

Basic Shape Style:

Rectangular or square

Inclosure Type:

Encased

Installation Design:

Top of cabinet/counter

Circuit Construction Type:

Electron tube

Signal Data Type Per Channel:

3rd operating channel analog voltage

Output Wave Shape:

Pulse,  trigger and sine

Connection Type And Location:

Single panel jack front

Operating Ac Frequency In Hertz:

50.0  single voltage and 60.0  single voltage

External Ac Operating Voltage In Volts:

234.0  2nd voltage

Phase:

Single

Reference Data And Literature:

To 33a1-12-154-21

Supplementary Features:

Microsecond markers at intervals 1,  5,  10,  50,  100,  500 microseconds;  millisecond markers at intervals 1,  5,  10,  50,  100,  500

milliseconds;  one-sec and 5-sec interval markers;  sine waves 5,  10,  & 50mhz;  trigger pulses at 1hz,  10hz,  100hz,  1khz,  10khz,  100khz

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A32200

https://aerobasegroup.com

