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Overall Length:

17.000 inches 

Overall Height:

1.750 inches 

Overall Width:

12.000 inches 

Operating Tempurature Range:

+32.0/+122.0 degrees fahrenheit

Storage Tempurature Range:

-20.0/+70.0 degrees celsius

Average Life Measurement:

Not rated

End Application:

An/usq-11 (v)  gps satellite rcvr

Basic Shape Style:

Rectangular or square

Inclosure Type:

Encased

Installation Design:

Rack

Circuit Construction Type:

Solid state

Signal Data Type Per Channel:

Operating channel time

Output Wave Shape:

Pulse,  gate

Operating Ac Frequency In Hertz:

47.0  single voltage and 440.0  single voltage

Maximum Power Drain Rating:

40.0 watts

Calibration Function:

Frequency and pulse repetition

External Ac Operating Voltage In Volts:

90.0  single voltage and 240.0  single voltage

Phase:

Single

Special Features:

Exactime gps time & frequency generator;  has i/o port and printer port;  time code generation is irig b into 50 ohms,  3 v p-p,  ieee-1344

compliant;  display lcd 2x40 characters,  displays time,  status,  satelitte position data,  frequency and control menus.

Shelf Life:

N/a

Unit Of Measure:

--
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Demilitarization:

Yes - demil/mli

Fiig:

A32200
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