
NSN 6660-00-663-8075
Wind Speed Recorder - Page 1 of 1

View Online at https://aerobasegroup.com/nsn/6660-00-663-8075

Overall Length:

15.600 inches 

Overall Height:

13.900 inches 

Overall Width:

10.500 inches 

Current Type:

Ac

Ac Voltage Rating:

Between 105.0 volts and 125.0 volts 

Frequency Rating:

60.0 hertz 

End Application:

Type no. An/gmq-11

Accessory Components And Quantity:

Chart roll, ink

Operating Range:

+0.0/+360.0 degrees and +0.0/+120.0 knots per hour and +0.0/+240.0 knots per hour and +0.0/+120.0 miles per hour and +0.0/+240.0 miles

per hour

Information Recorded:

Wind direction and wind speed and wind speed and wind speed and wind speed

Graduation Unit:

5.000 degrees and 2.000 knots per hour and 4.000 knots per hour and 2.000 miles per hour and 4.000 miles per hour

Recording Method:

Two ink pens on recording chart

Chart Drive Method:

Electric clock movement

Phase:

Single

Specification Or Standard:

Ro-2b/gmq type

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T206-a

https://aerobasegroup.com

