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Case Diameter:

5.875 inches 

Unthreaded Mounting Hole Diameter:

0.219 inches 

Mounting Bolt Circle Diameter:

5.375 inches 

Dial Diameter:

4.500 inches 

Scale Type:

Concentric dial

Mounting Facility Type And Quantity:

1 rigid

Scale Inscription/background Color:

Black marking on white background

Case Type:

Dustproof

Bulb Tip Length:

2.125 inches 

Actuating Medium:

Vapor pressure

Scale Accuracy Rating:

One scale division

Bulb Quantity:

1

Bulb Type:

Plain rigid

Bulb Connection Type:

Union

Active Portion Length:

6.000 inches 

Active Portion Diameter:

0.438 inches 

Indicator Connection Method:

Flexible tube

Flexible Tube Length:

72.000 inches 

Scale Measurement Range:

+30.000/+240.000 degrees fahrenheit

Pointer/pen Type And Quantity:

1 indicating single

Special Features:

Progressive graduated scale, 5 degrees f increments between 30 and 100 degrees and 2 degrees f increments above 100 deg;  w/adjustable

electrical contacts, 250 vdc, 0.2 amp, 2 ft lg lead wires
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Material:

Copper bulb

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A27600
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