View Online at https://aerobasegroup.com/nsn/6685-00-292-1200

## Mounting Type:

Surface
Bolt Circle Diameter:
9.625 inches

Diameter:
10.250 inches

Mounting Hole Diameter:
0.281 inches

Mounting Hole Quantity:
3
Depth:
2.250 inches

## Carrying Case:

Not provided

## Zero Adjuster:

Provided
Scale Range:
+400.0/+900.0 degrees fahrenheit
Dial Size:
8-1/2 in. Dia
Unable To Decode:
Unable to decode and unable to decode
Unable To Decode:
Unable to decode and unable to decode

## Scale Type:

Concentric dial
Scale Inscription/background Color:
Black marking on yellow background
Connection Location:
Back
Case Type:
Dustproof

## Actuating Medium:

Mercury thermal

## Scale Accuracy Rating:

10 degrees accuracy rating between 400 degrees and 600 degrees $f$ and 5 degrees accuracy rating over 600 degrees $f$
Bulb Quantity:
1
Bulb Type:
Plain rigid
Bulb Connection Type:
Integral flange

## Active Portion Length:

10.000 inches

Active Portion Diameter:
Any acceptable
Indicator Connection Method:
Flexible tube
Flexible Tube Length:
120.000 inches

Err Default:
Err default
Shelf Life:
N/a
Unit Of Measure:

## Demilitarization:

## No

Fiig:
A27600

