
NSN 6685-00-460-6164
Fluid Pressure Dampener - Page 1 of 1

View Online at https://aerobasegroup.com/nsn/6685-00-460-6164

Pipe Size Designation:

0.500 inches and 0.500 inches

Overall Length:

2.125 inches 

Overall Width:

1.250 inches 

Operating Pressure Range:

+0.0 to 5000.0 pounds per square inch

Fluid Type For Which Designed:

Oxygen type fluid

Threaded Direct Pressure Connection:

Not provided

Gage End Connection Type:

Female and male

Removable Piston:

Provided

Special Features:

Cleaned for liquid oxygen service

Material:

Brass,  qq-b-626

Material:

Copper alloy 268 or copper alloy 260 or copper alloy 240 or copper alloy 230 or copper alloy 377 or copper alloy 360 or copper alloy 342 or

copper alloy 353 or copper alloy 262 or copper alloy 270 or copper alloy 272 or copper alloy 274 or copper alloy 280 or copper alloy 330 or

copper alloy 331 or copper alloy 332 or copper alloy 335 or copper alloy 340 or copper alloy 344 or copper alloy 345 or copper alloy 347 or

copper alloy 348 or copper alloy 350 or copper alloy 356 or copper alloy 370 or copper alloy 462 or copper alloy 464 or copper alloy 465 or

copper alloy 466 or copper alloy 467 or copper alloy 482 or copper alloy 485

Material Specification:

Qq-b-626 federal specification single material response

Fsc Application Data:

Dampener fluid pressure, pressure measuring instruments

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T179-n
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