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Diameter:

3.230 inches 

Length:

9.000 inches 

Current Type:

Ac/dc

Ac Voltage Rating:

115.0 volts 

Dc Voltage Rating:

28.0 volts 

Frequency Rating:

Between 60.0 hertz and 400.0 hertz 

End Application:

4920-00-966-9967 engine test stand and 4920-00-220-2785 mobile test stand

Presentation Type:

Dial and digital display

Scale Range:

+0.1/+1200.0 degrees fahrenheit all indicators degree fahrenheit

Electrical Connection Quantity:

1

Electrical Connection Identifying Number:

Part no. Bh9091p

Pointer Type:

Indicating single pointer

Accuracy Rating:

1.0 degrees fahrenheit all indicators degree fahrenheit

Phase:

Single

Special Features:

8iron constantan thermocouple; scale increment in 1 degrees f; includes pf indicator; ambient temp minus 55 degrees c to 70 degrees c;

shock 15 g's; altitude 85, 000; response ly 5 seconds full scale; finish as required; can per ms33639; weight ly 1-3/4 lbs

Height:

3.130 inches 

Supplementary Features:

T.O. 33d4-6-270-1

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

A533y0
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