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Mounting Type:

Table

Overall Length:

36.000 inches 

Overall Height:

60.000 inches 

Overall Width:

20.000 inches 

Current Type:

Ac

Frequency Rating:

60.0 hertz 

Lamp Quantity:

1

Lamp Wattage Rating In Watts:

150.0

Lamp Type:

Incandescent

Lens Quantity:

3

Carrying Case:

Not provided

Actuation Method:

Variable shutter

Usage Design:

Darkroom

Printer Type:

Still

Voltage Rating:

115.0 volts 

Design Type:

Vertical

Operation Method:

Manual

Film Holder Type:

Cut and roll

Material Type For Which Designed:

Cut paper or roll paper

Color Printing Feature:

Not provided

Automatic Exposure Control:

Not included
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Lens Focal Length:

Between 50.000 millimeters and 162.000 millimeters 

Lens Speed For Which Designed:

F/4.5 to f/5.6

Diffusion/condenser System:

Double condenser lenses

Variable Contrast Paper Printing Accessory:

Filter or semiautomatic control

Film Holder Size:

5 in., 35 mm, 70 mm, 2 1/4 in. By2 1/4 in., 2 1/4 in. By 3 1/4 in., 4 in. By 5 in.

Adjustable Item:

Carriage lift, focusing

Maximum Width And Location:

18.000 inches print

Maximum Length And Location:

24.000 inches print

Phase:

Single

Specification Or Standard:

En-52a type

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

T150-e
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