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Features Provided:

Tempest

Unit Design:

Free standing and portable

Component Type And Quantity Accommodated:

1 keyboard and 1 3.5 floppy drive

Special Features:

Intel 200mhz mmx processor;  512kb pipeline burst cache;  32mb edo ram (expandable);  64 bit pci bus video accelerator/2mb video edo

ram;  12.1 inch svga active matrix display (800 by 600);  2.1gb removable hard drive;  20x cdrom drive;  touchpad pointing device;  16 bit

audio with built-in speakers;  microphone;  2 serial ports (16c550 compatibble uart);  1 ecp/epp parallel port;  external ps/2 keyboard/mouse

port;  external crt port;  2 type ii or type iii pcmcia slots (supports cardbus and zoomed video);  internal power/4.2ah lithium ion battery; 

external power/100-240vac,  40/63 hz,  50w max;  operating temp is 50 to 90 degrees f,  non-op temp of minus 4 to plus 140 degrees f; 

operating humidi type 10 to 80 percent (non-op 5 to 90 percent),  non-condensing;  operating shock 5g (non-op 60g);  operating vibration

1.0g peak (non-op 1.5g),  3 to 200hz;  dimensions 12.880 inches wide by 12.000 inches depth by 4.12 inches height

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

A519p0
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