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Case Material:

Plastic

Operating Tempurature Range:

+0.0/+50.0 degrees celsius

Storage Tempurature Range:

-25.0/+70.0 degrees celsius

Inclosure Type:

Encased

Current Rating In Amps:

0.14

Terminal Location:

Bottom

Power Source:

External

Features Provided:

Power control switch

Maximumlength:

180.0 millimeters

Maximumwidth:

64.0 millimeters

Intelligence Data Handling Capability:

Digitizer receiving automatic

Indication Method:

Receiving light and  transmitting light

Product Name:

Scanplus 1800 vista hand-held scanner

Special Features:

Includes long range ccd. Scanner head,  trigger,  wedge cable (standard length 1.8 meters),  desk stand-holder,  users guide,  and cd-rom; 

scan rate 225 scans per second;  depth of field 0.0 centimeters to 49.2 centimeters;  good read light emitting diod (led)  color green; 

adjustable beeper;  withstands multiple drops to concrete from 1.0 meter;  uses 40.0 milliamps on standby;  weight without cable 140.0

grams;  multiple bar codes and host interfaces supported

Functional Description:

Used to read and decode bar coding

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A31700

https://aerobasegroup.com

