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Mounting Type:

Rack

Alternating Current Voltage Rating In Volts:

100.0 and 240.0

Direct Current Voltage Rating In Volts:

24.0 and 60.0

Storage Tempurature Range:

+4.0/+149.0 degrees fahrenheit

Unpackaged Unit Length:

16.40 inches 

Unpackaged Unit Width:

17.25 inches 

Unpackaged Unit Height:

1.75 inches 

Current Rating In Amps:

2.0 and 1.0

Power Source:

External

Product Name:

Integrated services router

Phase:

Single

Special Features:

Memory - 256mb dram;  64mb compact flash;  2 fixed usb 1.1 ports;  2 - 10/100 lan ports;  2 aim slots;  4 interface card slots support hwic, 

wic,  vic,  or vwic type modules;  1 network module slot supports nm and nme type modules;  2 pvdm slots on motherboard;  1 concsole port; 

1 auxiliary port;  ac and dc voltages are autoranging;  50.0 amp  input surge current;  operatiing temperature 32.0 to 104.0 degrees f; 

operating humidi type 5.0 to 95.0 percent non-condensing;  weight 14.0 pounds;  includes security bundle with ios advanced security image

Frequency In Hertz:

47.0 and 63.0

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

Yes - demil/mli

Fiig:

A30800
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