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Cross Sectional Shape:

Open channel

Nonmetallic Hardness Rating:

45.0  shore durometer a and 55.0  shore durometer a

Min. Tensile Strength (psi):

1200 pounds per square inch

Tempurature Rating:

-94.0 degrees fahrenheit and 400.0 degrees fahrenheit

Overall Height:

0.440 inches 

Overall Width:

0.233 inches 

Right Side Flange Height:

0.440 inches 

Left Side Flange Thickness:

0.094 inches 

Right Side Flange Thickness:

0.094 inches 

Left Side Flange Top Outer Radius:

0.094 inches 

Right Side Flange Top Outer Radius:

0.094 inches 

Environmental Protection:

Tear and flex resistant

Outer Radius Where Left Flange Joins Base Flange:

0.094 inches 

Base Flange Thickness:

0.100 inches 

Outer Radius Where Right Flange Joins Base Flange:

0.094 inches 

Left-side Flange Tip Style:

Left w/ outside radius

Right-side Flange Tip Style:

Right w/ outside radius

Special Features:

Extruded, gray color smooth finish

Material:

Rubber silicone

Material Specification:

Zz-r-765,  class 3b,  grade 50 national specification single material response

Specification Or Standard:

50 grade and 3b class
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Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A547c0
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