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Fabrication Method:

Cold rolled

Overall Width:

3.000 inches 

Length:

1.588 feet 

Left Side Flange Height:

0.750 inches 

Right Side Flange Height:

1.000 inches 

Left Side Flange Thickness:

0.060 inches 

Right Side Flange Thickness:

0.060 inches 

Basic Shape Style:

Channel

Fillet Radius Where Left Flange Joins Base Flange:

Between 0.050 inches and 0.100 inches 

Outer Radius Where Left Flange Joins Base Flange:

Between 0.110 inches and 0.160 inches 

Base Flange Thickness:

0.060 inches 

Outer Radius Where Right Flange Joins Base Flange:

Between 0.110 inches and 0.160 inches 

Fillet Radius Where Right Flange Joins Base Flange:

Between 0.050 inches and 0.100 inches 

Weight Per Unit Measure:

2.000 pounds per piece

First Tip Style:

Square end

Second Tip Relationship To First Tip:

Identical

Left Inside Angle:

90.0 degrees 

Right Inside Angle:

90.0 degrees 

Special Features:

Fifteen holes 0.261 in. Dia, four holes 0.312 in. Dia, one hole 0.625 in. Dia

Material:

Steel,  mil-s-6721,  comp cb-ta 347 or steel,  mil-s-6721,  comp ti 321

Material:

Steel comp 347 or steel comp 321
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Surface Treatment:

Cadmium and chromate

Surface Treatment:

Cadmium,  qq-p-416,  type 2,  class 2

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A13100
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