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Fabrication Method:

Rolled

Length:

Between 10.000 feet and 12.000 feet 

Cross-sectional Thickness:

0.0625 inches 

Cross-sectional Width:

1.500 inches 

Basic Shape Style:

Solid

Special Features:

Smooth edge finish

Heat Treatment:

Half hard

Material:

Brass,  qq-b-626,  comp 11

Material:

Copper alloy 260 or copper alloy 262 or copper alloy 268 or copper alloy 270 or copper alloy 272 or copper alloy 274 or copper alloy 280 or

copper alloy 330 or copper alloy 331 or copper alloy 332 or copper alloy 335 or copper alloy 340 or copper alloy 342 or copper alloy 344 or

copper alloy 345 or copper alloy 347 or copper alloy 348 or copper alloy 350 or copper alloy 353 or copper alloy 356 or copper alloy 360 or

copper alloy 370 or copper alloy 462 or copper alloy 464 or copper alloy 465 or copper alloy 466 or copper alloy 467 or copper alloy 482 or

copper alloy 485

Material Specification:

Qq-b-626,  comp 11 federal specification 1st material response

Specification Or Standard:

11 composition and strip form and half hard temper

Departure From Cited Designator:

As modified by special features

Shelf Life:

N/a

Unit Of Measure:

--

Demilitarization:

No

Fiig:

A13100
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